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STANDARD DRAWING

ROAD DESIGN STANDARDS

EMU AND KOALA CROSSINGS

MINIMUM KERB EXTENSION DETAILS
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MINIMUM
E1 E2

12.0 2.4
12.4 3.0
13.2 4.0
14.2 5.0
14.7 6.0

CHEQUER PLATE LENGTH

RAMP WIDTH EMU
KOALA

SIGNAL POLE MAST ARM

1.2 2.0 2.7 3.0
1.5 2.3 3 3.3
2.1 2.9 3.6 3.9
3.0 3.8 4.5 4.8

MINIMUM
K1 ** K2
6.0 2.4
6.6 3.0
7.2 4.0
8.0 5.0
8.0 6.0

DESIRABLE
K1 ** K2
12.0 2.4
12.5 3.0
13.3 4.0
14.2 5.0
14.7 6.0

LEGEND
SYMBOL                   DESCRIPTION

0.9M HIGH SAFETY FENCE LOOP STYLE OR SIMILAR, 3 X 2.0M
PANELS MINIMUM (ON FOOTPATH 0.3M FROM KERB)

WARNING TACTILE GROUND SURFACE INDICATORS, (WTGSI'S)
TILE AREA 0.6 X FULL WIDTH OF RAMP (SEE AS1428.4)
CONCRETE OR CAST-IN POLYMER (WHITE OR OFF-WHITE)

0.6M X 0.6M CONCRETE BASE, SIGNAL POLE (0.9M X 0.9M MAST
ARM POLE)

WHEN BOLTED TO EXISTING KERB, ENSURE CHEQUER PLATES ARE RECESSED, AND ADJOINING SECTIONS ARE NOT VERTICALLY MISALIGNED.

CHEQUER PLATE THICKNESS IS 6mm, NOMINAL WIDTH OF 500mm (ASSUMING STANDARD KERB AND GUTTER, AND MEDIAN KERB TYPE 1)

FOR MEDIAN KERB DETAILS SEE DRG S-4070 SHEET 6,7

KERB TO BE ONLY MEDIAN TYPE 1 WHEN PROTUBERANCE IS TO BE BACKFILLED WITH CONCRETE (PREFERRED).

KERB TO BE MEDIAN TYPE 2 WHEN PROTUBERANCE IS TO BE PAVED, LANDSCAPED (LOW LYING)

FOR RAMP AND TACTILE GROUND SURFACE INDICATOR DETAILS SEE DRG S-4074 SHEET 6  & 7.

HOLDING RAILS AR NOT USED AT SIGNALISED CROSSINGS.

NO STOPPING ZONE, 20m ON APPROACH, 10m ON DEPARTURE.
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